
Product dEScrIPtIoN:
Nitrile gloves, industrial grade, powdered, 6 mil, textured finish. 
 • Made from component materials which comply with Federal
        regulations for food contact. 21CFR, 170-199; 
 • Contains no natural rubber latex proteins;
 • Ambidextrous; 
 • Economical puncture resistance with great comfort, dexterity and  
  tactile sensitivity;
 • Silicone free.

Applications:

 A very versatile glove for use in a broad range of applications for 
light hand protection from liquids, chemicals and debris.
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BarcodE # dISPENSEr Box caSE      

63-336/XL 616314034398 02616314034398
63-336/L 616314034367 02616314034367
63-336/M 616314034374 02616314034374
63-336/S 616314034381 02616314034381

tEchNIcal data:
Material: Nitrile
Color: Blue
Available Sizes: S - XL
Packaging: 100 pcs per box; 10 boxes per carton (1,000 pcs)
Case Dimensions (cm): 38.5 X 26.0 X 26.5
                  (in): 15.2 x 10.2 x 10.4
Case Weight: 24.2 lbs / 11.0 kg 
AQL Level: 4.0
Manufacturer Certifications: ISO9001:2000; ISO13485:2003 certified
Country of Origin/Harmonization Code: Malaysia/4015.19.1010

This document is the property of PIP and the information contained herein is proprietary to PIP.

Before Aging After Accelerated Aging

Tensile 
Strength 

(minimum)

Elongation 
(minimum)

Tensile 
Strength 

(minimum)

Elongation 
(minimum)

(Mpa) % (Mpa) %

14 600 14 500

EloNgatIoN INformatIoN:

dImENSIoNS:

Size Available            S M L XL
Over Length (cm) +/-0.5 –A 25.5 25.5 25.5 25.5
                      (in) 10.0 10.0 10.0 10.0
Palm Width (cm) +/-0.5 –B 8.3 9.5 10.6 11.2
                     (in) 3.3 3.7 4.2 4.4
 

Palm Thickness             0.15 (+/ - 0.02) mm
Cuff Thickness             0.09 (+/ - 0.02) mm
Finger Tip Thickness             0.19 (+/ - 0.02) mm 
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